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DATA SHEET

VOLTAGE: 10–30 VDC
APPROVALS: IP67/IP69K, ECE R10, RoHS
BRIGHTNESS: 2,000 lm
POWER: 24W, 2A (12V)
COLOR TEMPERATURE: 6,500K
REMOTE BATTERY: A23 (INCLUDED)

G360 LED REMOTE
WORK LAMP
FROM GROTE 

ENJOY BRIGHT, SAFE LIGHT EXACTLY WHERE YOU NEED IT
With the touch of a button on the remote, you can easily adjust the
output beam from a focused spot to a wide fl ood, as well as tilt the
LEDs a full 90 degrees and perform a continuous 360° horizontal spin. 
The seamless 360° rotation ensures uninterrupted movement 
without needing to stop and reset.

FEATURES & BENEFITS
- The waterproof and dust-tight design (IP67/IP69K) makes it perfect for utility and construction work
- Automatically returns to home position when powered off
- Provides reverse polarity and short-circuit protection for simplified installation
- The versatile remote control can be used wirelessly with the included A23 battery, or connected with 
 a cable for battery-free installation

PART # DESCRIPTION  

63H91-5 G360 LED REMOTE WORK LAMP WITH REMOTE CONTROL 

63H91-5

5.5"
(140 mm)

8.19"
(208 mm)

4.92"
(125 mm)

1.42"
(36 mm)

4.3"
(109 mm)

5.5"
(140 mm)

10.67"
(271 mm)
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90°

360°

FULL 90-DEGREE TILT

360-DEGREE CONTINUOUS
HORIZONTAL ROTATION

90°

360°

FULL 90-DEGREE TILT

360-DEGREE CONTINUOUS
HORIZONTAL ROTATION
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G360 LED REMOTE 
WORK LAMP 
FROM GROTE 

OPERATING THE REMOTE CONTROL

 Press to turn on the light

 Press again to turn off lights and reset

 Moves light up

 Moves light down

 Turns light left

 Turns light right

Spot: Spot and short /long press can 
adjust the beam 

Flood: Flood and short /long press can 
adjust the beam 

Speed/Flash: Fast speed default. 
Press once to adjust speed. 
Long press change to SOS. 
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OPERATIONAL
INDICATOR LIGHT

 Press to turn on the light

 Press again to turn off lights and reset

 Moves light up

 Moves light down

 Turns light left

 Turns light right

Spot: Spot and short /long press can 
adjust the beam 

Flood: Flood and short /long press can 
adjust the beam 

Speed/Flash: Fast speed default. 
Press once to adjust speed. 
Long press change to SOS. 
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G360 - FLOOD

60 m
(197 ft)

40 m
(131 ft)

20 m
(66 ft)

20 m
(66 ft)

20 m
(66 ft)

0

1.01.83.25.61018+

Illuminance (Lux)

FLOOD PATTERN
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4.92"
(125 mm)

1.42"
(36 mm)
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GLB2024-094

G360 - SPOT

60 m
(197 ft)

80 m
(262 ft)

40 m
(131 ft)

20 m
(66 ft)

160 m
(525 ft)

180 m
(591 ft)

140 m
(459 ft)

120 m
(394 ft)

200 m
(656 ft)

220 m
(722 ft)

100 m
(328 ft)

20 m
(66 ft)

20 m
(66 ft)

0

135101520+

Illuminance (Lux)

SPOT PATTERN


